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M992A2 Ammo Carrier…

the fire wire in the lower front of the engine compartment of some M992A2 ammo
carriers has some extra slack, mechanics.  During production, that slack was coiled
up in the corner of the engine compartment to keep it from getting cut or damaged.

Problem is, the extra wire was supposed to be formed into a dip at the front of the
engine compartment to provide better fire coverage.

If your carrier has a serial
number of 821 or higher, you’ll
need to secure the extra wire the
next time the powerpack is
removed.  Just gather all the
slack in the middle of the engine
compartment and clamp the fire
wire in place to the existing boss
on the carrier’s hull.

Here are the parts you’ll need:
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Item
Rubber bushing
Loop clamp
Lock washer
Machine screw 

NSN
5365-99-881-6505 
5340-00-057-2890 
5310-00-045-3296
5305-00-984-6208 

Headset, electrical assembly (continued):

• Ear cushion and O-ring,
NSN 5965-01-418-5535
• Electronic 
communication cover,
NSN 5895-01-464-0223

• Electrical switch cover
(left side),
NSN 5930-01-464-9981

• Electrical switch cover
(right side),
NSN 5930-01-464-9985

• Battery cover,
NSN 6160-01-464-0221
(for NSN 
5965-01-464-0220
headset only)

my fire protection

isn’t up-to-snuff

because my fire

wire is

misrouted!

don’t worry!

I’ll take care of

that as soon as

we remove your

powerpack!
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